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D579* 

LOUVRE WITH INSECTSCREEN 
AIR MANAGEMENT SYSTEMS 

 

PRODUCT PROPERTIES  

Round external louvre with insectscreen . 

 

 Stainless steel construction for wall mounting. 
 For exhaust and supply.  
 With connection bush, clamp fixing and wire gauze. 
 Material: Stainless steel 304/2B. 
 Louvre is packed in a transparent bag.  
 Including 2 stainless steel screw and a rubber sealant. 

 
Every 3 Months the screen should be cleaned to prevent clogging! 

 

 

Code 
Type 

mm 

D(dia) 

mm 

A(dia) 

mm 

C 

mm 

E 

mm 

Q 

M3/h 

Weight 

Gr. 

D579311 100 100 150 115 42 60 161 

D579611 125 125 190 145 48 80 258 

D579811 150 150 210 155 55 125 346 

D579911 160 155 210 165 55 135 346 

D579211 200 195 253 205 62 - 930 

Airflow (Q) selected by Veff = 4m/sec. 
 

 

 
Type: D579*11  Type: D579*11-L 

 

     

 

 
The anti watermarking part is installed to the bottom of the product in order 

to protect the wall against watermarking.  
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AIR MANAGEMENT SYSTEMS 

 

DIAM 100  

 

DIAM.100-L 

 
DIAM.125 

 

DIAM.125-L 

 
DIAM.150 

 

DIAM.150-L 

 
DIAM.160 

 

DIAM.160-L 
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