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PLEASE NOTICE: 
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D5G/D5 

EXTERNAL LOUVRES 
AIR MANAGEMENT SYSTEMS 

 

PRODUCT PROPERTIES  

External louvres are used as covering grilles in air exhaust openings. 

The D5G has a beautiful design with a slanted front grille hood 

for exhaust air, the deflection shutter helps to control back-

drafts and resist water from entering. The shutter is opened in 

case of overpressure.  

Made of durable stainless steel 304/2B. 

 

MOUNTING INSTRUCTION 
Mounting is with sealing when the facade for the installation of 
the grid is completely level. When installed on an uneven 
surface, for example masonry with joints, fixing of the grid 
takes place without the rubber seal. For this, the edges are 
sealed with silicone. 
 

 

Code 
L 

(mm) 

ØD 

(mm) 

A x A 

(mm) 

Outer  

Size 

Thickness 

(mm) 

Weight 

(gr) 

D5G100 52 97 137x137 156x156 0.31 - 0.6 360 

D5G125 52 120 167x167 184x184 0.4 - 0.6 440 

D5G150 62 145 167x167 184x184 0.4 - 0.6 500 
 

The D5 with moveable vanes are extremely solid and made of 

high quality 304/2B stainless steel.  

The movable vanes are opened in case of overpressure and 

help control back-drafts and resist water from entering. 

 

 

Code 
L 

(mm) 
ØD 

(mm) 
A x A 
(mm) 

Outer  
Size 

Thickness 
(mm) 

Weight 
(gr) 

D5100100 52 97 137x137 156x156 0.5 - 0.6 300 

D5125125 52 120 167x167 184x184 0.5 - 0.6 470 

D5150150 62 145 167x167 184x184 0.5 - 0.6 500 
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